




















Model

Engine

Engine gross power HP (kW)
Engine net power HP (kW)
PTO power HP (kW)
No. of cylinders / Aspiration

Bore & stroke in. (mm)
Total displacement cu. in. (cc)
Rated speed rpm
Battery

Alternater

Fuel tank capacity

PTO
Rear PTO
Revolution

Type
Mid PTO
Revolution

Hydraulic
Lift control type: Position

Draft
Implement pump
Power steering pump
Total hydraulic flow
3-point hitch
Lift capacity at 24 in. behind lift point Ibs. (kg)

Travelling System
Transmission

Steering
Brake
Clutch
Standard tire size* Front
Rear
Travel speeds
No. of speeds (at rated engine speed)
First mph (km/h)
Second
Third
Fourt
Dimensions
in. (mm)
Overall width (min. tread) in. (mm)
in. (mm)
in. (mm)
in. (mm)

Min. turning radius (w/brake, 4WD disengaged)  feet (m)
Weight (with ROPS) Ibs. (kg)
The company reserves the right to change the above specifications without notice. This brochure is for descriptive purposes only. Please contact your local Kubota dealer for warranty information.

For your safety, KUBOTA strongly recommends the use of a Roliover Protective Structure (ROPS) and seat beit in aimost alf appfications. Not for sale in Nebraska.
*"With Master Clutch. **Kubota offers several tire options. *SSpeeds 3,5,7 and 9 of the GST are not inciuded in the FST's 8 forward speeds.
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Loader Specifications

Model LA514 LA724 LA854
Tractor Application L3240/L3540 L3240/L3540 L3940 LsoLafdbz/ig.{zlfbiigé 20
Maximum Lift Height (Pivot pin) in. (mm) 96.4 (2449) 101.1 (2568) 102.2 (2598) 112.3 (2863)
Clearance with Attachment Dump in. (mm) 78.2 (1987) 77.2 (1962) 78.5 (1993) 88.9 (2257)
Reach @ Maximum Height in. (mm) 23.3 (593) 25.9 (657) 21.9 (557) 27.0 (686)
Maximum Dump Angle deg. 41 45 45 45
Reach with Attachment on Ground in. (mm) 61.7 (1568) 72.3 (1837) 69.4 (1763) 75.7 (1919)
Maximum Rollback Angle deg. 30 42 41 42
Digging Depth (When Bucket is level) in. (mm) 5.0 (126) 5.9 (151) 4.8 (121) 7.0 (177)
Overall Height in Carry Position in. (mm) 50.6 (1285) 54.3 (1380) 54.3 (1380) 55.5 (1410)
Square Bucket Width / Capacityin. (mm)/cu.ft (m?) 66 (1675) /8.1 (0.23) 72 (1830) / 8.8 (0.25) 72 (1830) / 8.8 (0.25) 72 (1830)/10.9 (0.31)
Lift Capacity (500mm forward) Ibs. (kg) 1021 (463) 1360 (617) 1415 (642) 1878 (852)
Lift Capacity (Pivot pin) Ibs. (kg) 1351 (613) 1792 (813) 1867 (847) 2489 (1129)
Lift Capacity (Bucket center) Ibs. (kg) 1124 (510) 1587 (720) 1587 (720) 1874 (850)
Breakout Force (500mm forward) Ibs. (N) 2835 (12611) 3267 (14533) 3403 (15141) 4195 (18662)
Raising Time to Full Height without Load sec. 2.7 3.3 3.0 4.2
Lowering Time without Load (powerdown) sec. 2.2 2.2 2.0 2.8
Attachment Rollback Time SEc. 1.6 2.1 1.8 3.5
Attachment Dumping Time sec. 1.3 1.3 1.3 2.3
Rated Flow ¢/m (GPM) 31.5(8.3) 31.5(8.3) 37.0 (9.8) 37.0 (9.8)*
Relief Valve PSI psi (kg/cm?) 2560 (180) 2560 (180) 2631 (185) 2631 (185)

*L4240/L.5040: 35.6 (9.4)

Backhoe Specifications Mid-Mount Mower Specifications
BACKHOE BH75A BH90 RC72-38
Digging Depth in. (mm) 91.0 (2311) 108.9 (2766) Tractor Application L3240/L3540/3940
Swing Arc deg. 180 180 Mounting Method Parallel linkages
Loading Height in. (mm) 81.8 (2077) 95.3 (2421) Adjustment of Cutting Height Gauge Wheel
Reach from Centerline of Swing Pivot in. (mm) 120.5 (3060) 146.5 (3721) Cutting Width 72"

Reach from Centerline of Rear Axle in. (mm) 159.4 (4048) 188.6 (4790) Cutting Height 1.5"-4.5"
Transport Height in. (mm) 80.4 (2042) 98.9 (2512) Weight (approximate) Ibs. (kg) 463 (210)
Bucket Rotation deg. 182 180 Blade Spindle speed 49.7S5-1/2980 rpm
Transport Overhang in. (mm) 43.9 (1114) 54.6 (1387) Blade Tip Velocity 81.4 ft./sec
Undercut from Centerline in. (mm) 25.8 (656) 28.7 (729) Blade Length in. (mm) 24.6 (625)
Hydraulic Stabilizer Spread, Down in. (mm) 67.6 (1717) 92.0 (2336) Number of Blades 3
Hydraulic Stabilizer Spread, Up in. (mm) 51.8 (1315) 71.0 (1803) Direction of Discharge Right Side
Digging Force Using Bucket Cylinder Ibs. (kg) 3339 (1514) 3871 (1756)

Digging Force Using Dipperstick Cylinder Ibs. (kg) 2097 (951) 2593 (1176)

Bucket Sizes 10", 12", 16", 24" | 12", 16", 18", 24", 30

Specs Taken from L3240 L5740






